
Find Your Perfect Match:   
Discover The Ideal  
Rocna For You

He knew he would be sailing encumbered by ice and ferocious winds. There 

was nothing that would hold fast with the security he wanted, having tried and 

used every anchor available on the market. So Peter Smith created his own. 

Which anchor will take you where you want to go?

C A S E  S T U DY

Rocna Original Vulcan Rocna MKII



ROCNA ANCHOR LINE

Rock Solid  
Holding Power

ROCNA MKII

•	 Strongest anchor of the line with 
an instant reliable set

•	 Redesigned roll bar and fluke 
for optimized selfrighting, burial, 
and ultimate holding power

•	 Reliable launch and smooth 
stow with greater clearance

 

VULCAN  

•	 Re-engineering the Rocna 
Original for even greater 
strength and holding power

•	 Quickly self-rights without a roll 
bar via the rounded shank and 
back of the fluke

•	 Snug fit on vessels with 
bowsprits, stays, and other 
protrusions

ROCNA ORIGINAL

•	 Roll bar enables quick 
selfrighting

•	 Rapid, reliable set, superior 
holding power and unparalleled 
tensile strength

•	 Concave fluke geometry 
resistant to wind and current 
shifts

Inspired 

The origins of the Rocna Anchor Line are 
superior design, and are purpose-made to suit 
some of sailing’s most extreme conditions.

Peter Smith channeled his years of boat building, and 
lessons learned from sailing over 350,000 nautical miles, 
into engineering his ideal anchor. Made to withstand the 
pressure of high winds and unrelenting ice, he created 
the Rocna Original. With its patented roll bar, high-
tensile steel shank, and concave fluke, this uniquely 
shaped anchor quickly selfrights, digs in deep, and sets 
with incredible strength. The launch of the Rocna Original 
enabled Peter Smith and other extreme adventurers to 
extend their horizons. 

The Vulcan soon followed. Leveraging the power and 
efficiencies discovered in creating the Rocna Original 
but without a roll bar, this anchor represents an elegant 
solution for self-stowing on boats with bow protrusions. 
The Vulcan’s curved I+V Profile™ shank and redesigned 
fluke provide a superior roll and set, more holding power, 
and even greater strength than the original. 

Building on the genius of both the Rocna Original and the 
Vulcan, the MKII design was a labour of love. The Rocna 
Original’s roll bar was reintroduced with even greater 
setting efficiency. A redesign of the Vulcan’s fluke has 
optimized an even more solid burial. The I+V profile shank 
was redesigned for greater strength than the Vulcan, while 
allowing for more clearance than the Rocna Original for 
stowing. Ultimately, the MKII sets a new bar for the Rocna 
Line’s already legendary holding power.

Which one is best for you?
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Rocna Original 

Designed to right itself and set quickly in all types 
of seabeds, the Rocna Original’s unique geometry 
combines a rapid burial with incredible holding 
power and strength.

•	 Self-launching and self-stowing on most bow-rollers.

•	 From soft mud to hard sand, clay, grass, and kelp, the 
Rocna Original is designed to dig straight in and bury 
rapidly, typically within a meter, across most bottom-
types.

•	 Reliable set regardless of how it hits the bottom.

•	 Rock-solid holding power through:

	॰ One-piece steel design.

	॰ Self-righting via its roll bar for ideal penetration 
angle of the chisel tip.

	॰ Concave fluke.

“Rocna 44 holds through hurricanes 
Irma and Maria! …I am in St. Maarten 
on my Cheny Lee 44’ and the boat just 
went through hurricanes Irma, which 
was a direct hit with winds gusting to 
250 mph, and hurricane Maria right 
after with winds of 125 mph…that 
anchor never broke loose.”

- Rourke Henderson

Rocna 44: Unyielding Through 
Hurricanes Irma and Maria

Roll bar can sometimes be accommodated when stowing on 
boats with bow protrusions; please see our Knowledge Base at 
Rocna.com for more information. 

Rocna Original is available in 14 sizes from 4 kg (9 lb) to 275 kg 
(606 lb) to suit small boats, yachts, and larger ships. Larger sizes 
are also available on request.

Finish Options: Hot-dip 
galvanized coating or mirror-
polished stainless steel.
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Vulcan 

Leveraging the Rocna Original’s quick, reliable 
burial, and excellent hold, the Vulcan builds on 
its predecessor’s strengths for even more holding 
power on varied bottom types. Self-rights with an 
even deeper and stronger burial without a roll bar, 
allowing the Vulcan to stow neatly on boats with 
bow protrusions.

•	 Self-launches and self-stows with smooth interaction on most bow rollers.

•	 The arc-shaped back of the fluke and its curved shank allow the Vulcan to self-right 
without a roll bar, accommodating boats with bow protrusions for snug self-stowing. 
Shank I+V Profile™:

	॰ V-edge along the bottom of the shank provides an even higher setting performance.

	॰ Computer-optimized I-beam geometry brings greater resistance to bending.

•	 The fluke ballast extends downward toward the tip via the Vulcan’s VBulb™:

	॰ Assists with optimal positioning for greatest leverage and a quick burial.

	॰ Larger fluke surface area for greater hold without extra weight.

Accommodates a wider range of vessels including boats with 
platforms, bowsprits, prods, stays and other protrusions.

Available initially in sizes from 4 kg (9 lb) to 100 kg (220 lb) to suit 
small boats to large yachts. Larger sizes coming soon.

“The Rocna Vulcan outperformed all 
other anchors in our mixed-bottom 
tests. It set reliably on the first attempt 
and consistently displayed superior 
holding power.”

- Practical Sailor Magazine

Proven and Tested

Finish Options: Hot-dip 
galvanized coating or mirror-
polished stainless steel.
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Rocna MKII 

The MKII is the Rocna Line’s premier anchor.  
It marries the engineering of the Rocna Original 
with that of the Vulcan, adding design updates 
of its own. With the fastest set and greatest 
holding power across varied bottom-types, the 
MKII is also the strongest of the Rocna Line.

•	 Self-launching and self-stowing on most bow-rollers.

•	 Angled roll bar furthers the efficiency of the Rocna Original for self-righting, optimized soil 
flow, and quickest set.

•	 Fluke weight redistribution buries the anchor even more rapidly, with a boost in holding 
power and strength, delivering the utmost in the Rocna Line’s rock-solid dependability.

•	 Greater security for the same weight than the Rocna Original, or same performance for a 
smaller size.

•	 With even greater clearance than on the Rocna Original for stowing, the strengthened I+V 
Profile Shank™ is the toughest of all.

“We have been through several major storms, 
including Hurricane Lee, which was downgraded 
to a tropical storm by the time it reached us... But 
it came very close with sustained winds in the 30-
knot range and gusts in the low 40s. We found a 
very protected anchorage to avoid swells off the 
Atlantic and put a second anchor on deck just 
in case. But we never needed it. The Rocna Mk-II 
held fast for over 36 hours. Amazing anchor!”

- Jon Blaicher, Wide-Eyed Adventures

Tropical Strom Certified

Roll bar can sometimes be accommodated when stowing on 
boats with bow protrusions, please see our Knowledge Base 
at Rocna.com for more information. 

Suitable for small pleasure craft, yachts, and commercial 
work vessels, please see Rocna.com/anchor-sizing for more 
information.

Finish Options: Hot-dip galvanized 
coating or mirror-polished 
stainless steel.
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GUARANTEED FOR LIFE. 

Every one of them are a work of art in their own 
right, each anchor in the Rocna Line comes with 
a Lifetime Warranty against breakage, bending, 
and manufacturing defects. 

For more information on the 
Rocna Line or to purchase, 
please visit:

Rocna.com

https://rocna.com/

