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To ensure that your new swivel will securely contribute to your 
anchoring system, please consult this sheet.

SELECT YOUR SWIVEL & SHACKLE TO SUIT YOUR CHAIN
A swivel is a chain accessory, so it must be matched to the chain. The below 
will assist. The bottom chart also lists some suitable shackle sizes.

MORE DETAILS
Every Rocna swivel comes with a detailed User’s Guide. Please refer to it as it 
is important to the correct and secure use of your swivel.

ADDITIONAL SUPPORT
If you have any questions, comments, or requests for specific support, please 
contact us.

CP SP
OD Anchor shank

RX*

CS
SW

L High resistance 
bow shackle 

(example)

CP: Swivel 
chain pin size

TBA 12 mm TBA TBA

CS: Chain slot 12.5 mm

SP: Shackle point 17 mm

SW: Shackle end 
width

15 mm

L: Length 109 mm

OD: Diameter 36 mm

RX* 78 mm

Compatible 
chain, mm

10, 11 
(max G70)

Compatible 
chain, Imp. / US

3/8" 
(max G70)

Weight 540 g

Screw tightening 
torque

20 N•m 
(15 lbf•ft)

WLL (Working 
Load Limit)

3 460 kgf 
7 640 lbf

MBL (Minimum 
Breaking Load)

13 800 kgf 
30 500 lbf

Steel type (swivel bodies):	 G70 duplex stainless steel

For swivel dimensions, 
refer above.

1 t (metric tonne) = 1,000 kgf
Shackle strengths per selected 
manufacturers.
High resistance shackles listed as most 
restrictive examples.
Other shackles are compatible.

Non-exhaustive chart to compare chain & shackle options, arranged by compatibility. 
Other sizes & steel grades are available.
Dimensions and strengths are listed as examples only.
MBL (Minimum Breaking Load) figures only, noted for simplicity. All MBL converted to 
kgf for comparability. 1 kgf = 9.8 kN.
Rules or regulations not accommodated by this chart may apply to you.

Metric: figures per selected 
manufacturers.

US/Imperial: figures per ASTM A413/A413M. Guide only. Always check actual ratings. Never exceed manufacturer 
rated Working Load Limits.

Metric G3/30 / ‘L’ G4/40/43 / ‘M’ G7/70 US/Imp. G6 / ‘S’ G8 / ‘T’

mm MBL kgf MBL kgf MBL kgf nominal MBL lbf MBL kgf MBL lbf MBL kgf MBL lbf MBL kgf mm US/Imp. mm US/Imp. MBL t MBL t

7 2,549 3,141 1/4" 5,200 2,359 7,800 3,538 12,600 5,715 9 5/16" 10 0.38" 4.5

8 3,263 4,099 7,138 5/16" 7,600 3,447 11,700 5,307 18,800 8,528 10 3/8" 11 0.44" 6 9

9 4,079 4,589 11 7/16" 13 0.50" 9 12

10 5,099 6,424 11,217 3/8" 10,600 4,808 16,200 7,348 26,400 11,975
10 3/8" 11 0.44" 6 9

11 6,424 7,750
11 7/16" 13 0.50" 9 12

13.5 1/2" 16 0.62" 12 16.5

12 9,228 16,112 7/16" 14,800 6,713 21,600 9,798 13.5 1/2" 16 0.62" 12 16.5

13 8,158 10,809 18,865 1/2" 18,000 8,165 27,600 12,519 16 5/8" 19 0.75" 19.5 25

14 10,197 12,747 21,924 19 3/4" 22 0.88" 28.5 35

16 12,747 16,418 28,552 5/8" 27,600 12,519 39,000 17,690 16 5/8" 19 0.75" 19.5 25

18 16,316 20,802 19 3/4" 22 0.88" 28.5 35

20 20,394 25,595 3/4" 42,400 19,232 60,600 27,488 22 7/8" 25 1.00" 39 47.5

Chain pin 
mm

Shackle pin 
hole, mm

Body/nominal

27

13,800

Rocna Swivel

148

14

19

12

MBL kgf

Chain Shackles

17

24

G30 / ‘Proof Coil’ G43 / ‘High Test’ G70 Pin

CHAIN & SHACKLE COMPATIBILITY
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SWIVEL

* RX: Rode extension length is the distance by which the addition of the swivel extends your chain.

Other sizes TBA


